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CHAPTER ONE GENERAL 

 
Article 1 

(Subject of the order) 
 
This Ordinance regulates the movement and stationing of ships within the port and the harbour of Olbia. 
  

Article 2 (Port area) 
 
1. The port complex of Olbia is constituted by the mirrors of water, the piers, the docks and the zones of 
maritime “demanio” that are found on the Western meridian passing along the lighthouse of Isola Bocca. 
 
2. Within the port are considered: 
 
a) Access canal to the Port of Olbia 
 
the stretch of sea about 1.1 miles long between the alignment of the E.F. 1177 and 1183 (green series) 
and the alignment of the E.F. 1178 and 1184 (red series). 
 
b) Access channel to the Old Port 
the stretch of sea between the line of the E.F. 1203 - 1213 (Green Series) and the joint of the E.F. 1206 - 
1208 - 1212 - 1215 (Red Series). 
 
c) Evolution area 
the water in front of the moorings of the White Island, up to the medals E.F.1183 (green) and 1184 (red). 

 
 

CHAPTER TWO 
DEFINITION OF THE LIMITS OF THE RADA, DISCIPLINE OF THE NAVIGATION OF THE UNITS THAT 

RETURN TO THE RADA AND PORT OF OLBIA 
 

Article 3 
(Definition of the limits of the Olbia harbour) 

 
The harbor of Olbia is bounded by the coast of the Gulf of Olbia and by the joins of the following conspicuous 
points: from P.ta Bados (facing the shoal of Porri) to Rlv 072 ° up to intersect the joining Capo Figari - P.ta 
Timone and from P.ta Timone at Capo Ceraso. 
 

Article 4 
(Traffic separation scheme) 

 
As part of the roadstead, the following separation scheme applies for ships bound for or coming from the port of 
Olbia: 
1. Entering the port of Olbia 
the channel bordered to the North by the joint the following points: 
 
A. Lat. 40 ° 57’06 ”N - Long. 009 ° 37'30 "E 
B. Lat. 40 ° 57’42 "N - Long. 009 ° 39'54 "E 
 
and to the South by the joint the following points: 
 
C. Lat. 40 ° 56'30 ”N - Long. 009 ° 37'30 "E 
D. Lat. 40 ° 57’06 ”N - Long. 009 ° 39'54 "E 
 
2. Leaving the port of Olbia 
the channel bounded to the North by the joint points C) and D) referred to in paragraph 1) and to the South by the 
joint the following points: 
  



E. Lat. 40 ° 56'00 "N - Long. 009 ° 37'30 "E 
F. Lat. 40 ° 56’36 "N - Long. 009 ° 39'54 "E 
 
3. Within the aforementioned traffic separation lanes the provisions of Article 10 of the "International Regulations 
for Preventing Collisions at Sea" (COLREG) are in force, and parking, anchoring, fishing or any other type of 
activity. Entry into the lane must take place, compatibly with the traffic present in the area at its center line. 
 
4. The sea area south of the alignment of the aforementioned points E) and F) is considered a coastal traffic 
zone. 
 
5. Recreational and fishing boats and small ships in general that must pass through the Gulf of Olbia must not 
obstruct the safe passage of merchant ships following traffic lanes and must navigate as far as possible to the 'of 
the coastal traffic areas referred to in point 4. Any crossings of the separation scheme must be carried out with 
routes perpendicular to the direction of the traffic flow and with a speed such as to engage the channels as little 
as possible. 
 

Article 5 
(Anchor areas, access methods and parking regulations) 

 
1. Inside the harbour of Olbia, as defined in article 3, anchoring and parking of ships outside the circular sector 
within the anchor area called Bravo is prohibited, in part insistent in the roadstead of Golfo degli Aranci, indicated 
below: 
 
Bravo area 
centered at the coordinate point Lat. 40 ° 57.6 ’N, Long. 009 ° 36.3 'E, with a radius of 700 meters 
 
2. The assignment of the points founds within the entire Bravo area referred to in point 1 or within the 600-meter 
Alfa zone centered at the Lat coordinates point. 40 ° 58.6 ’N and Long. 009 ° 36.2 ’E, falling entirely in the Golfo 
degli Aranci and therefore within the jurisdiction of the Golfo Aranci Maritime Authority, is managed by the 
Operations Room of the Port Authority of Olbia. 
 
3. The ships that intend to give funds in the aforementioned areas must therefore request prior authorization via 
radio on VHF channel 16 from the Harbor Office of Olbia, communicating at the same time the following 
information: 
 
a) upon arrival: 
1. name of the ship; 
2. flag; 
3. international name; 
4. IMO number (if assigned); 
5. type of ship; 
6. nature of the cargo; 
7. port of origin; 
8. reason for the break. 
 
b) upon departure: 
1. departure time; 
  
2. port of destination. 
 
4. Ships bound for deep-sea areas or departing from these shall, as far as possible, comply with the traffic 
conditions referred to in the traffic separation scheme referred to in the preceding art. 4. 
 
5. During the standstill the ships will have to keep the services in perfect working order, including the guard on the 
bridge. 
 
6. The ships at anchor must perform continuous listening in VHF on channel 16 informing the operations room of 
the Port Authority of Olbia of any extraordinary event that may compromise the safety of navigation and / or 
constitute a danger to the marine environment. 
 
7. The launching of lifeboats or service vessels must be authorized, by request via VHF channel 16, from the 
operations room of the Port Authority of Olbia. 
 

 

 



Article 6 
(Anchoring and fishing prohibitions) 

 
Anchoring and fishing are prohibited in the following landing places for submarine cables and in the following 
coastal and territorial sea areas surrounding the crossing of these cables: 
 
1. Gulf of Olbia 
Landfall of the submarine telephone cable: 
Lat.40 ° 56.448 ’N - 009 ° 34.021’ E within a ¼ of a mile as reported on the nautical map No. 322 (Datum WGS 
84) which connects Sardinia (Vecchie Saline / Pittulongu) with the Italian peninsula. 
 
2. Gulf of Olbia (entrance to the port of Olbia) 
Landings of the electric power cable of the Isola Bocca lighthouse (entrance to the port of Olbia) 
- Faro Isola Bocca (Olbia) n ° 1170 E.F. 
- Punta Capo del Caprile Lat. 40 ° 55’01 ”N - Long. 009 ° 34'04 "E. 
- Sea area 500 m over the alignment formed by the aforementioned landing points. 
 
3. Complex of the port of Olbia 
1. Within the complex of the port of Olbia, as defined in the preceding article 2, for the purposes of safety of 
navigation and protection of the marine and coastal environment, it is forbidden to anchor any naval unit, 
regardless of size or intended use, unless previously authorized by the Olbia Harbour Master's Office for reasons 
related to navigation safety and / or in the event of adverse weather conditions. The foregoing does not mean that 
the contents of Article 2 of its Ordinance No. 35/2017 have been removed in the aforementioned premise. 
 
2. Inside the complex of the port of Olbia the units at anchor, during the stay of the stop, must guarantee the 
presence on board of the minimum personnel able to allow, at any time, for reasons connected to the safety of 
navigation and port in gender, or at the request of the Maritime Authority, the safe movement of the unit itself. 
  
4. Tavolara Island 
Territorial sea area within ¼ of a mile along the line joining the following points (submarine pipeline Porto 
Legnaiolo - Nato Base of the Island of Tavolara): 
 
Point Latitude Longitude 
1 40 ° 54.160 ’N 009 ° 38.000’ E 
2 40 ° 54.160 ’N 009 ° 38.220’ E 
3 40 ° 54.300 ’N 009 ° 38.950’ E 
4 40 ° 54.500 ’N 009 ° 40.800’ E 
5 40 ° 54.550 ’N 009 ° 41.000’ E 
6 40 ° 54.750 ’N 009 ° 41.620’ E 
7 40 ° 55.070 ’N 009 ° 43.400’ E 
8 40 ° 55.080 ’N 009 ° 43.700’ E 
9 40 ° 55.150 ’N 009 ° 43.850’ E 

 
Article 7 

(Discipline of Navigation – SPEED LIMITS) 
 
It is mandatory for all ships of any type, over 50 GRT, to arrive and depart from the port of Olbia to 
comply with the following provisions: 
 
1. The channel for access to the Port of Olbia as defined in article 2, point 2 a) may be engaged by only 
one ship at a time, with the exception of those assigned to local services that can navigate outside the 
channel when not prevented by their draft. Likewise, the access channels to the Old Port and the port 
area to / from the former Palmera pier can be engaged by only one ship at a time. 
 
2. The evolution basin as defined in article 2, point 2 b) may be engaged by only one ship at a time, 
unless the presence of favorable sea weather conditions can safely allow the passage of two ships in 
counter-border, l 'one on the left and the other on the starboard side of the EF1186 meda (green series), 
as long as this is allowed by the draft of the same ships and the maneuver has been previously evaluated 
and agreed with the pilots of the port and communicated to the operational office of the Harbor Office . 
Under the same conditions (presence of favorable sea conditions and with previously agreed maneuvers 
and evaluated with the pilots of the port) the basin of evolution can also be engaged by two ships 
departing when one of the two is in the process of hauling the anchors provided it is guaranteed an 
adequate safety distance between them at all times. 
 
3. The basin of evolution is not considered committed when the maneuvering ship, if arriving, has already 
cleared the basin and is now close to "passing the cables" or has already funded the anchors and, if 



departing, already has after passing the EF1186 (green series) or you are not yet fully unmounted with 
cables. 
 
4. Ships, as identified above, which have already started the exit from the port, take precedence over 
those entering. Ships with mechanical propulsion below 50 GRT can pass by crossing other units along 
the channels, as long as they give precedence to larger units and do not hinder their navigation. Within 
the port complex of Olbia as defined in article 2, point 1, sailing is prohibited, with the exception of the 
units used for the professional teaching of pleasure navigation referred to in article 2 of Legislative 
Decree 18 July 2005, No. 171 and subsequent amendments. and ii. and / or used during examinations to 
obtain nautical licenses. 
5. In order not to cause damage to third parties and maritime signaling, ships of any type, exceeding 50 
GRT, bound for the harbour and port of Olbia must, in the approach phase, adopt the following 
procedures: 
 
to. the entrance in the OIbia roadstead, corresponding to the C ° Figari - P.ta Timone junction 
must be at a speed not exceeding 23 knots; HSC ships will also have to deactivate the turbines 
and proceed at a distance of more than 1.5 nautical miles from the coast to the entrance of the 
traffic separation scheme. 
b) This speed must be reduced gradually so as not to exceed the following limits in the following 
points: 
- 18 knots at the intersection of the 009 ° 39 '54' 'E. passing through C ° Figari (east boundary 
scheme of traffic separation); 
- 15 knots at the intersection of the meridian 009 ° 38 '30' 'E; 
- 12 nodes at the intersection of the meridian 009 ° 37 '30 "E (western boundary of the traffic 
separation scheme); 
- 10 knots for HSC ships, 8 knots for all other ships including hydrofoils and planing vehicles, at 
the entrance pair (EF 1177 -1178) to the channel leading to the port of Olbia. 
c) Hydrofoils and planing vehicles will also have to take displacement navigation one mile from 
the Bocca Island. 
 
6. Likewise the maximum speed limits allowed for ships of any type, exceeding 50 GRT, as well as the 
specific provisions applicable to HSC units with regard to the distance from the coast and the possibility 
of activating the turbines or hydrofoils and gliding means for the displacement navigation, referred to in 
point 5 above, are applied in the opposite navigation sense, and therefore in the departure / departure 
phase from the port of Olbia, in the sea route and from the pair of bays (EF 1177 -1178) of the channel of 
access to the port of Olbia leads outside the bay. 
 
7. Inside the access channel to the port of Olbia referred to in Article 2, point 2 a), the speed must 
not exceed 10 knots for HSC units and 8 knots for all other ships of any type and tonnage (and 
therefore also for fishing units and for ships, boats and pleasure craft). Notwithstanding the foregoing, the 
aforementioned units may exceed the speed limits indicated above, following communication via channel 
11 VHF to the operational office of the Harbor of Olbia by the Command on board and / or the Service 
Pilot. 

 
8. In the remaining port water mirrors the speed must not exceed 4 knots, or the minimum 
maneuver required to guarantee the safety of navigation in relation to the characteristics of the 
unit and to the current weather and sea conditions, with the exception of the nautical vehicles 
supplied with the technical nautical services (piloting, towing and towing mooring) of the port of Olbia as 
per the current Navigation Code and the related Implementing Regulation (Maritime Part). 
 
9. All units, subject to the limits set out in points 5, 6 and 7 above, must in any case proceed at a safe 
speed so as to be able to act in an appropriate and efficient manner to avoid dangerous situations, taking 
into account the conditions of the time and traffic. 
  
10. All the ships that sail inside the port of Olbia, as defined in the art. 2 point 1, they must keep the 
anchors ready to give funds when necessary. During channel navigation, ships must remain in the center 
of the channel. 
 
11. Along all the access routes to the Port of Olbia, including the channels and the evolution basin, it is 
absolutely forbidden to stop, anchor and fish the units of any type and size, as well as any bathing and 
scuba diving activities. 
 

 
 
 
 



Article 8 
(Mode of approach of the units to the Pilot Point) 

 
Units arriving in the port of Olbia, obliged to use the pilotage service referred to in the relevant Regulation 
in the aforementioned premise or, in any case, upon request, are required to contact the pilot station on 
channel 12 VHF to receive provisions concerning the procedures for boarding the pilot and, in any case, 
they will not be able to engage the water surface immediately facing the meridian passing one mile east 
of the Bocca Island, before the previous unit, with the pilot on board, is already across the 
aforementioned Island. 
In any case, the minimum distance between two units during pilot embarkation must not be less than 0.9 
(zerovirgolanove) nautical miles. 
 
 

CHAPTER THREE 
LISTENING TO RADIO, A.I.S. AND COMMUNICATIONS TO THE OPERATING ROOM OF 

CAPITANERIA DI PORTO DI OLBIA 
 

Article 9 (Radio listening) 
 

1. Within the complex of the port of Olbia, as defined in the previous article 2, all naval units are obliged, 
without regard to their size or intended use, if equipped with radio equipment, during navigation and / or 
at the base of maintaining continuous radio listening on the 16/11 VHF channel. 
2. It is also compulsory for all ships of any type over 50 TSL to be moored in the port of Olbia to maintain 
continuous radio listening on the 16/11 VHF channel. 
 

Article 10 
(A.I.S. - Automatic Identification System) 

 
1. All national and foreign merchant ships arriving in the port of Olbia with an A.I.S. pursuant to the 
amended SOLAS '74 and Legislative Decree 196/2005, to deactivate this apparatus at the end of the 
incoming mooring operations. 
 
2. The A.I.S. it must be reactivated at the time the service pilot boarded the outgoing ship or, if there is no 
piloting obligation, when the ship is in a "ready to drive" condition. 
 
3. Compliance with these requirements must be verified by the service pilot when present on board. 

 
 
 

Article 11 (Communications to the Operations Room) 
 
1. The on-board commands of ships of any type, equal to or greater than 300 GRT, are required, in real time and 
in normal situations, to communicate on the channel 
11 VHF, in the Operations Room of the Harbor Office of Olbia, the following information: 
 

 
COMING INTO PORT PURPOSE 

definition for the 
purposes of 
PMIS2-SSn3 

 

1 Arrival time at 3 Miles (1) 
  for compulsory purposes 
  of the ship sighting trailer 

 

 
  sighting ship 

2 Pilot and related boarding time coordinates for compulsory purposes 
of the ship sighting trailer 

 

entry 

3 
Hours of actual mooring mooring  mooring 

 
DEPARTURE FROM PORT PURPOSE 

definition for the 
purposes of 
PMIS2-SSn3 

 

4 10’ before departure 
   for compulsory purposes 

of the ship sighting trailer 

 

 1 Unmooring runout time  unmooring 



5 
2 

Pilot and relative landing time 

coordinates (2) 

for compulsory purposes 

of the ship sighting trailer 
departure 

 departure - out of view (3) 

 
(1) (1) Concomitantly communicating the port of origin, number of passengers and crew on board. 
(2) (2) The data relating to the "unmooring" (referred to in point 5.1) must be provided to the 

Operations Room at the same time as the communication concerning the pilot landing and related 
coordinates together with the port of destination, number of passengers and crew on board. 

(3) (3) The "departure" and "out of view" times will be obtained independently from the Operations 
Room through the AIS System. 

 
2. Ships of any type, exceeding 50 GRT but less than 300 GRT, are obliged to communicate only what is required 
in points 3 and 5.1 above. 
3. Ships of any type, equal to or greater than 300 GRT, not subject to boarding of the pilot on board, are not 
obliged to communicate what is required by the previous points 2 and 5.2. 
 

 
CHAPTER FOUR RULES FOR MOUNTING 

 
Article 12 (Mooring obligations) 

 
1. The provisions of this chapter apply to the moorings in the Olbia port complex and, specifically to the Isola 
Bianca port, the Cocciani industrial port, the Old Port and the former Palmera pier. 
 
2. Without prejudice to the obligations and prohibitions contained in the Navigation Code and in the related 
Implementing Regulations, the berth is also bound to the following provisions: 
a) approved and certified mooring lines must only be used if they are in good condition and of adequate strength; 
b) the use of steel or partially steel cables is prohibited; 
c) the use of "spliced" cables is prohibited, except for their use in case of reinforcement of the moorings; 
  
3. The ships at berth must always have on board the indispensable personnel to perform any maneuver that 
should be ordered by the Harbor Master's Office. 
 
4. The obligation referred to in point 3. applies to all units and therefore also to recreational craft authorized to 
moor at the commercial docks of the port of Olbia. In such cases, the personal details and contact details of the 
aforementioned personnel must be communicated to the Port Authority of Olbia upon arrival at the port. 
 
5. The on-board personnel must monitor that all mooring lines remain in adequate tension and, in the event of 
adverse weather conditions, must take all measures to avoid damaging the port works and other ships present on 
the quay. 
 
6. The expenses resulting from the mooring displacements remain the responsibility of the ship that carries out or 
undergoes the maneuver in all cases of proven force majeure or state of danger; in any other case they are 
charged to the ship in whose interest the maneuver is performed. 
 
7. Ships must also comply with the following provisions: 
a) avoid that there are bridges, walkways or rafts with personnel intent on the works along the sides when there 
are ships in maneuver or in transit near; 
b) affix suitable daytime and nighttime signs if the mooring lines or on-board equipment cannot be made to return 
at the end of the works and therefore occupy the quay side so as to represent a danger for vehicles or persons in 
transit. 
 

Article 13 
(Peak or in moorings) 

 
1. In the case of peak moorings or swaths, both anchors must be used, spinning lengths of chains deemed 
suitable by the Command on board for an effective seal, having in mind both the weather and sea conditions in 
place and the duration of stay at the mooring. 
 
2. In the case of mooring on piers equipped with a buoy / buoy, it is mandatory to use the buoy / buoys in addition 
to the use of the anchors referred to in paragraph 1 above. 
 
 
 
 
 



 
CHAPTER FIVE FINAL PROVISIONS 

 
 

Article 14 (Repeals) 
 
Its Ordinance No. 80/2017 on December 5, 2017 in the aforementioned premise is repealed. Article 5 of its 
Ordinance No. 66/2014 in the aforementioned premise is repealed and replaced by the previous article 11 to this 
provision. 
 

Article 15 (Plans) 
 
In the attached plans, integral parts of this Ordinance, the limits of the port complex of Olbia are shown with the 
channels and the evolution basin (annex 1) and, for the Gulf of Olbia, the distinct areas with the allowed speeds 
(annex 2) . 
 
 

Article 16 (Publication) 
 

The publication of this Ordinance will be ensured by posting it on the registry of this Port Authority and by 
publishing it on the "Ordinances" page of its institutional website www.guardiacostiera.gov.it/olbia. 
 
 

Article 17 (Sanctions) 
 
Anyone responsible for observing and enforcing this Ordinance, whose non-compliance, unless the fact 
constitutes a crime or other administrative offense, shall be punished pursuant to art. 1174 (failure to comply with 
police regulations) and / or by art. 1231 (failure to comply with the Navigation Safety regulations) of the 
Navigation Code or, if committed with the use of pleasure boats, pursuant to art. 53 of Legislative Decree 18 July 
2005, n. 171 - listed: "Nautical Code" and subsequent amendments and ii .. 
 
Olbia, 17 June 2019 
 
THE COMMANDER 
C.V. (CP) Maurizio TROGU 
Handwritten signature replaced by press pursuant to art. 3, paragraph 2 of Legislative Decree 39/93.



 

Articolo 16 
(Pubblicazione) 

La pubblicazione della presente Ordinanza verrà assicurata mediante l’affissione della stessa all’albo 

di questa Capitaneria di porto e tramite la pubblicazione alla pagina "Ordinanze" del proprio sito istituzionale 

www.guardiacostiera.gov.it/olbia. 

 

Articolo 17 (Sanzioni) 
 

È fatto obbligo a chiunque spetti di osservare e far osservare la presente Ordinanza, la cui 

inosservanza, salvo che il fatto non costituisca reato o diverso illecito amministrativo, sarà punita ai sensi 

dell’art. 1174 (inosservanza di norme di polizia) e/o dall’art. 1231 (inosservanza di norme di Sicurezza della 

Navigazione) del Codice della Navigazione ovvero, qualora commesse con l’impiego di unità da diporto, ai 

sensi dell’art. 53 del D.lgs. 18 luglio 2005, n. 171 – rubricato: “Codice della Nautica da Diporto” e ss.mm. e 

ii.. 

 
Olbia, 17 giugno 2019 

 

IL COMANDANTE 
C.V. (CP) Maurizio TROGU 
Firma autografa sostituita a 

mezzo stampa ai sensi 
dell'art. 3, comma 2 del 
D.Lgs 39/93. 

http://www.guardiacostiera.gov.it/olbia
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